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Routine Maintenance for Barnebey Sutcliffe Scentometer Model SCC

Revision: 1
Replaces: N/A
Effective Date: 3/26/03


Purpose

To establish a standard operating procedure (SOP) for scentometer maintenance in order to standardize measurements taken as part of the Confined Animal Feeding Operations Odor Study.

Scope

This SOP describes routine maintenance of the Barnebey Sutcliffe Scentometer Model SCC. 

References

Operating Manual for Scentometer, Barenebey Sutcliffe Corporation.

Materials

· Barnebey Sutcliffe Scentometer including two glass nasal ports and two activated charcoal beds.  

· Carrying case

· Alcohol wipes

· Non-perfumed soap
· Tape for plugging odorous inlets

Routine Maintenance

Maintenance Item:
Frequency:

Replace activated charcoal
Must be performed before first use and every 3 months thereafter, irrespective of frequency of use.  See separate SOP on charcoal replacement.

Replace tape used to cover odor inlets with new tape
For tape over holes that are routinely opened and closed, whenever a leak check fails, or at least once a day.  For tape over holes that are always kept closed, whenever a leak check fails, and every time charcoal is replaced.

Clean nasal ports with alcohol pad
After every odor site observation.

Clean nasal ports with warm water and non-perfumed soap, followed by air drying
As needed.

