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Presenter
Presentation Notes
The rule has been in effect since 1974 and remained virtually unchanged until recently. Series of amendments in 2006, 2008 and 2009… Most notable is the passing of the compliance date for all facilities was November 10, 2011. 	With one exception… farms.After November 10, 2011: all facilities must prepare and implement a plan before beginning operations.	* Production facilities: +6 months after starting operationsFarms have less than a year to amend and implement their SPPC Plans by May 10, 2013.
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Who is required to have a SPCC 
Plan? 
A total aboveground oil storage capacity > 1,320 

gallons and/or underground storage capacity > 
42K gallons, in containers 55 gallons and larger  

 (not exempt of 40 CFR 280/281) 

A non-transportation related facility engaged in 
oil storage, drilling, production, refining, transfer, 
distribution, use, or consumption  

 (40 CFR Part 112, Appendix A) 

 Exists a reasonable expectation of a discharge to 
navigable waters of the U.S. or adjoining 
shorelines 

 

Presenter
Presentation Notes
Some examples are: oil refining and storage facilitiesoil drilling and production facilitiesoil (including animal fat, vegetable oil, petroleum) storage facilities railroad car and truck oil tankers and their loading areas and loading equipment 	(within the confines of non-transportation related facilities, agricultural facilities, airports)some waste treatment facilities. 
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What is an “oil?” 

“Oil” is defined by 40 CFR Part 112 as “oil of any 
kind or in any form, including, but not limited to: 

•  fats, oils, or greases of animal, fish, or marine 
mammal origin 

• vegetable oils, including oils from seeds, nuts, 
fruits, or kernels 

• and, other oils and greases, including petroleum, 
fuel oil, sludge, synthetic oils, mineral oils, oil 
refuse, or oil mixed with wastes other than 
dredged spoil.” 

Presenter
Presentation Notes
How does the regulation define “Oil”?�“Oil” is defined by 40 CFR Part 112 as, “oil of any kind or in any form, including, but not limited to: fats, oils, or greases of animal, fish, or marine mammal origin; vegetable oils, including oils from seeds, nuts, fruits, or kernels; and, other oils and greases, including petroleum, fuel oil, sludge, synthetic oils, mineral oils, oil refuse, or oil mixed with wastes other than dredged spoil.”�
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What is an SPCC Plan? 

A plan detailing the equipment, manpower, 
procedures and steps to prevent, control, and 
provide adequate countermeasures to an oil 
release 

The Plan addresses topics such as spill prevention 
planning, response training, and mitigation 
planning and preparation 

Owners and operators of ASTs must have and 
implement a plan 

 

Presenter
Presentation Notes
Unlike Oil Spill Contingency Plans that generally address spill cleanup measures in the aftermath of a release, SPCC Plans ensure that facilities put in place containment and other countermeasures that would prevent releases that could potentially reach navigable waters.��The SPCC Plan addresses topics such as spill prevention planning, response training, and mitigation planning and preparation. In most cases the program is managed by the US EPA, although certain states may also be involved.��
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What is involved with 
developing a SPCC Plan? 

> 10,000 gal of storage capacity 

  Requires certification by a licensed PE 

< 10,000 gal of storage capacity 

  The owner/operator can develop and self-
 certify 

< 10,000 gal AND no containers > 5,000 gal  

  The owner/operator can complete an EPA 
 template that includes self-certification 

 

Presenter
Presentation Notes
A facility must determine its total storage capacity.SPCC Plans are unique to each facility.
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Qualified Facilities Eligibility 
Criterion #1 

Storage Capacity 
 

 Facility must have 10,000 gallons or less in 
aggregate aboveground oil storage capacity 

 

 If the facility capacity increases above 10,000 
gallons, then a PE must certify the Plan within 
6 months of capacity change 
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Qualified Facilities Eligibility 
Criterion #2 

Reportable Discharge History 
 For the 3 years prior to Plan certification, or since 

becoming subject to the rule if it has operated for 
less than 3 years, the facility must not have had:  

– A single discharge of oil to navigable waters of the 
U.S. and adjoining shorelines exceeding 1,000 U.S. 
gallons; or  

– Two discharges of oil to navigable waters or 
adjoining shorelines each exceeding 42 U.S. 
gallons within any 12-month period. 

 

Presenter
Presentation Notes
The gallon amounts specified refer to the amount of oil that actually reaches navigable waters of the U.S. and adjoining shorelines not the total amount of oil spilled. The entire volume of the discharge is oil for the purposes of this reporting requirement.The term "navigable waters" of the United States means "navigable waters" as defined in § 502(7) of the FWPCA, and includes: (1) all navigable waters of the United States, as defined in judicial decisions prior to the passage of the 1972 Amendments of the FWPCA (Pub. L. 92-500) a.k.a. the CWA, and tributaries of such waters as; (2) interstate waters; (3) intrastate lakes, rivers, and streams which are utilized by interstate travelers for recreational or other purposes; and, (4) intrastate lakes, rivers, and streams from which fish or shellfish are taken and sold in interstate commerce.��
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Summary: 
Qualified Facilities Applicability 

 

If the facility total aboveground oil storage capacity is 10,000 gallons 
or less 

And… And the facility 
has… Then the facility is a: 

Within three years prior to the 
Plan certification date, or since 
becoming subject to the SPCC 
rule if in operation for less 
than three years, the facility 
has not discharged oil to 
navigable waters of the U.S. 
and adjoining shorelines in: 
• A single discharge exceeding 

1,000 gallons, or  
• Two discharges each 

exceeding 42 gallons within 
any 12-month period. 

No individual 
aboveground oil 
containers 
greater than 
5,000 gallons; 

Tier I Qualified Facility:   
Complete and self-certify 
Plan template (Appendix G 
of SPCC rule) instead of a 
full PE-certified Plan or other 
self-certified SPCC Plan. 
 

Any individual 
aboveground oil 
container 
greater than 
5,000 gallons; 

Tier II Qualified Facility:   
Prepare a self-certified Plan 
in accordance with all 
applicable requirements of 
§112.7 and subparts B or C 
of the rule, in lieu of a PE-
certified Plan. 

Presenter
Presentation Notes
Qualified facilities were addressed in the December 2006 amendment.The 2009 rule amendments further streamlined and tailored the SPCC requirements for a subset of qualified facilities, i.e. Tier I facilities.Qualified facilities have less complicated operations and facility characteristics, e.g. may have few low capacity oil containers and some mobile/portable containers, few oil transfers, little to no piping
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Secondary Containment 
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Is it necessary to have secondary 
containment for all bulk oil storage? 

YES 
 

The secondary containment must hold the contents 
of the largest container PLUS sufficient freeboard 
for precipitation if outdoors. 

 

Properly designed double-walled storage tanks do 
not require additional containment. 

 

 

Presenter
Presentation Notes
In cases where engineered passive containment systems or active secondary containment approaches are not practicable, an impracticability determination provision may be applied.���
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If secondary containment is in place, 
is there still a need for a SPCC Plan? 

YES 
 

A written plan with certification is still required if 
1320 gallons of oil are stored, regardless of 
secondary containment. 

 

Tier I and Tier II facilities are required to have a 
plan and may self-certify. 

Presenter
Presentation Notes
Tier I and Tier II facilities are required to have a self-certified plan.
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Secondary Containment 
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Bulk Storage Containers 
Overfill Protection  
Requirement to provide at least one of the 

following: 

• High-liquid level alarms and/or pump cutoff 

• Direct audible or code signal communication 
between the container gauge and the pumping 
station 

• Fast response system for determining liquid level 
of each bulk storage container, with person 
present to monitor 

• Regularly test liquid level sensing devices  

Presenter
Presentation Notes
Overfill Protection. Provide at least one of the following devices:High liquid level alarmsHigh liquid level pump cutoffDirect audible or code signal communication between container gauger and pumping stationFast-response system for determining liquid level of each bulk storage container, with person present to monitorRegularly test liquid level sensing devices (follow manufacturers specifications)
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Inadequate Containment and 
Overfill Protection 
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Information Resources 

http://www.epa.gov/oilspill 
 
1. SPCC Regional Inspector’s Guidance 

Document 
2. Federal Register Notices 
3. Amended or Proposed Regulations 
4. Fact Sheets 
5. Current Status/News 
6. SPCC Inspection Checklists 

 

Other Revisions 
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Questions? 

Presenter
Presentation Notes
Revising the SPCC Guidance for Regional Inspectors (November 2005) to capture all of the rule amendments and changes.The guidance is designed to assist inspectors in implementing the program and understanding its applicability.  	Applicability 	Environmental Equivalence 	Impracticability Determinations	Oil/Water SeparatorsFacility DiagramsInspections, Evaluation, TestingOther changes include:  The revised checklists are publically available and are being used by personnel to conduct inspections (checklists follow the rule) The Tier I template is available for use, as well as an example Plan Integrity testing fact sheet was just published in July
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