VARIANCE REQUEST
lowa Department of Natural Resources

Date: 8/4/09 14. Decision: apprevesd

y |
2.  Reviewer/Engr..  Larry Bryant Date: FEgme §/4/01
3. Date Received: 7/28/09
4. Facility Name: Elkader, City of STP
5.  Facility Number: 6-22-23-0-01
6. County Number. 22 (Clayton) 15. Appealed:
7. Program Area: CP (Wastewater Date:
Construction)
8.  Facility Type: C02 (Pumping)
9.  Subject Area: 344 (Pump Clogging
Protection)

10. Rule Reference: 567 IAC 64.2(9)a

11. Design Std. Ref..  13.4.2 (Protection Against
Clogging)

12. Consulting Engr.. MSA Professional
Services

13. Variance Rule: 567 IAC 64.2(9)c

16. Description of Variance Request:

The City of Elkader is updating three remote existing pumping stations to provide for
increased pumping capacity, remote alarm notification, onsite emergency standby power,
emergency pumping capability and flood protection. At one of the existing stations (West Lift
Station), the proposed configuration will raise the existing wet well structure by approximately
6-feet and add a new valve vault. The proposed pump and piping orientation using the
existing wet well structure and influent line precludes placement of a removable trash basket
assembly over the existing influent line. The existing lift station firm capacity is estimated to
be 80 gpm and the current arrangement does not have a dedicated emergency power source
and the tops of the existing lift station structures are located below the estimated 100-year
flood elevation. The station is being designed with firm capacity for an ultimate peak hour wet
weather flow of 220 gpm (800 population equivalent) and will have an onsite emergency
generator, portable pump connection and remote alarm notification. The site is constrained
between the Turkey River to the east and a state highway to the west. A sheet piling
retaining wall around the station in addition to raising the site and structure elevations are
proposed for flood protection. See the attached plans.

17. Applicant's/Consulting Engineer’s Justification:

“The reason the variance is being requested is the proposed configuration of the lift station
prevents the installation of the trash basket. Furthermore the lift station has operated without
a trash basket for the last 20 years”..."and the operator reports that there has not been a
problem with clogging of pumps. The proposed pumps to be installed can pass a 3-inch
sphere, which should alleviate any plugging concerns.”

18. Department's Justification:

Recommend variance approval (conditional):

Pump passage of a 3-inch sphere is required for all pumping stations except grinder pumps
and does not justify a variance for omission of a trash basket. Successful operation of the
existing lift station without clogging for a long time period (20-years) without a trash basket is
significant (removal of an existing functional trash basket that had been in use would pose a

concern) but does not in and of itself guarantee that future clogging without a trash basket will
not occur.
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Retrofit of the existing structure and the constraints associated with the existing site do
appear to pose a unique situation that makes installation of a screening method difficult
although not impossible if the site layout were altered significantly or a new separate
upstream screening manhole were installed. 10-States Standards and currently proposed
revisions to the lowa design standards (not yet final) recommend consideration of screening
for all pump stations but only require screening for pump stations handling wastewater from
30-inch or larger diameter sewers. The influent sewer to this pumping station is 8-inches in
diameter. Elkader's four other remote lift stations as well as the main plant lift station will
have means of upstream screening protection. The remote monitoring system for the West
Lift Station includes conditions for pump failure, high pump temperature and high wet well
level conditions. The operator interface is also specified to maintain a history of the 100 most
recent alarm events. Each of the 2 pumps installed will be capable of handling the projected
PHWW design flow.

Approval is recommended with the following condition:
If in the future any bypassing should occur at the West Lift Station that is attributable to

clogging of the pumps, the City shall take any necessary steps required to install
screening protection for this lift station.

19. Precedents Used:

The following variance precedents requesting omission of a trash basket were found. These
exclude prior variances granted for specialized chopper or grinder pumps:
-City of Asbury (approved 1/18/08)

-City of Boyden (denied 3/6/90)

-Diamondhead Sanitary District (approved 2/26/08)

-City of Fort Dodge (approved 12/9/02)

-City of Halbur (denied 3/8/99)

-City of Nashua (approved 10/1/07)

-City of New London (denied 8/31/99)

City of Promise City (denied 10/30/08)
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20. Staff Reviewer:?iyrﬁL Date: 57/ /cg{i
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21. Supervisor: = \‘jq\ . /A’ = 4—;0?

22. Authorized by:

/ Date:’g/é'//m
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August 5, 2009

Jennifer Cowsert, City Administrator
City of Elkader
207 North Main Street
P.O. Box 427
. Elkader, 1A 52043

RE: Variance Request - lowa Wastewater Facilities Design Standards Section 13.4.2

. Dear Ms. Cowsert:

This letter is in response to MSA Professional Services’ request on behalf of the City for
a variance from Section 13.4.2 of the lowa Wastewater Facilities Design Standards.
Section 13.4.2 of the lowa Wastewater Facilities Design Standards states that “All
pumping stations handling raw wastewater shall have provisions for screening to protect
the pumps from clogging or damage”.

This variance is approved for the West Lift Station only. We agree that retrofit of the
existing lift station at this site presents unique circumstances that make installation of a
conventional trash basket arrangement difficult. Other factors included in our
determination supporting approval of this variance were proposed improvements
including the addition of remote alarm notification and affirmation that that the existing
lift station has operated for a significant time period (20 years) without any screening
protection or incidences of pump clogging. However, since the prior successful
operation of the existing lift station without screening protection does not necessarily
guarantee that future pump clogging without a trash basket will not occur, the following
condition will be included in the construction permit issued for this project:

- Ifin the future any bypassing should occur at the West Lift Station that is
attributable to clogging of the pumps, the City shall take any necessary steps
required to install screening protection for this lift station.

Please contact me at (515) 281-6759 or |arry.bryant@dnr.iowa.gov if you have any
questions.

502 EAST 9th STREET / DES MOINES, IOWA 50319-0034
PHONE 515-281-5918 FAX 515-281-8895 www.iowadnr.gov



City of Elkader
August 5, 2009
Page 2 of 2

Sincerely,

e

, P.E.
IDNR Wastewater Engineering Section

cc: Jason Miller, P.E./MSA/Ankeny, 1A
Clint Wienen, P.E./MSA/Galena, IL
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Attn: Mr. Larry Bryant
502 East 9th Street (10) NA
Des Moines, lowa 50319-0034

Re:  Petition for Trash Basket Variance Request
MSA Project No: 4940713

Dear Mr. Bryant:

We are requesting a variance request on behalf of the City of Elkader from Iowa Wastewater }ﬁulm
Famhtles Design Standards Chapter 13, Wastewater Pumpmg Statlons and Force Mains,” 0.(2) —
have | prowsmns for screemng to protect the pumps from clogging or damage. Trash baskets

constructed of corrosion resistant material and easily removable for cleaning may be used for

small pumping stations”. We are requesting this variance for the West Lift Station which is a part

of the Distal Lift Station Project in the City of Elkader.

The reason the variance is being requested is the proposed configuration of the [ifi station
prevents the installation of a trash basket. Furthermore the lift station has operated withouta
trash basket for the last 20 years without a trash basket installed and the operator reports that
there has not been a problem with clogging of pumps. The proposed pumps to be installed can

pass a 3-inch sphere, which should alleviate any plugging concerns. k(4 ) -

Contact information for the Owner is as follows:

- v LGN ast 15 to c.’ﬂ:"'
City of Elkader pep g
207 N. Main Street Z S\ TAC A — death bas '

Elkader, 1A 52043 ‘
Telephone No.: 563-245-2098

Contact information for the Operator is as follows:

People Service
Kim Werger
Cell No. 319-830-1201

Offices in Hlinois, lowa, Minnesola, and Wisconsin
6567 US RTE 20 West, SUITE 104 © GaLena, IL 61036-9119
815.777.9333 = §88.672.0003 * Fax: 815.777.3135

WWW,Insa-ps.com
]

G:\Projects\d90s\494\45407 1 3\Dx \Petition for Variance Request.doc



Page 2

Name
July 28, 2009

If you have any questions or need further documentation, feel free to contact me at 815-777-
9333.

Sincerely,
MSA Professional Services, Inc.

Clint Wienen
Project Engineer

Cc: File

City of Elkader
Jason Miller

G:\Projects\490s\494\4940713\Documents\Petition for Variance Request.doc
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